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In the past decade Cod Tech has devel oped and tested a dagging coa combustor attached to
an indudtria boiler, rated & 20 MMBtu/hr. By staged combustion, with the combustor
operating fuel rich and find combustion in the boiler, NOx emissons aslow as 0.32 [I/MMBtu
have been measured. This compareswith 0.7 to 1 Ib/MMBtu under fuel lean combustor
conditions. The lowest NOx emission levels were obtained at fud rich conditionsin the
combustor at stoichiometric ratios ranging from 0.7 to 0.8. However, thiswas dso
accompanied by an increase in unburned carbon.

To further reduce the NOx levels and reduce or diminate the need for fuel rich operation of the
combustor, an extensive series of test with post combustion sorbent injection into the boiler
were conducted. An agueous solution containing the sorbent was injected through an atomizer
in the furnace region of the boiler. Both the placement and the number of injectors were varied
in order to determine the conditions that yielded the most effective NOx reduction. The NOx
concentration at the boiler exhaust and the stack were measured. The sorbent utilization and
NOx reduction depended primarily on the placement of the injector, and only weekly on the
number of injectors. Measured NOX reductions with sorbent injection only ranged from 30%
to 70% and sorbent utilization varied from 13% to 62%. Sorbent injection beyond
goichiometric ratios of unity did not improve NOx reduction. The lowest NOx emission
measured at the stack was 0.07 [b/M M Btu with combined fue rich combustor conditions and
post combustion sorbent injection. With fudl lean combustor conditions, the lowest NOx level
measured was 0.15 Ib/M M Btu. These levels are below the current EPA standards for coa
fired boilers.

Preliminary post combustion NOx reduction tests were aso performed on two cod fired utility
boilers, rated a 37 MW and 100 MW. The smdler boiler had no NOx control and the
emission level was between 0.8to 1 It/MMBtu. The larger boiler had low NOx burners and
the NOx emission level was between 0.3 I/MMBtu and 0.4 It/MMBtu during the tests. The
primary test objective in these short duration tests was to evaluate the suitability and
performance of theinjectors, and only asingle and apair of injectors were used. They did not
cover the entire cross-section of combustion gas flow in the boilers. It was determined that the



injectors were suitable for large boilers. The 37 MW boiler tests yielded a peak NOx reduction
of 40%, while those in the 100 MWe cod fired boiler yielded a peak reduction of 24%. The
larger boiler's NOx performance was found to be very sengtive to the placement of the
injectors. These prdiminary resultsindicated that with additiona injectors subgtantidly higher
NOx reductions would be achieved.. The boilers were not available for more extended NOx
reduction tests, and Coa Tech is seeking alarge boiler to implement further tests.

It is projected that this process can be implemented on large cod fired boilers at an ingtalled
equipment cost of only severd dollars per kilowatt, and a consumable cost of less than
$400/ton of NOx removed.



